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% WELD NECK RAISED FACE
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TERMS OF SALE DISCLAIMERS
-

DISCLAIMERS

TERMS: PROMPT PAYMENT:

1/2% 10 Days, net 30 Days Orders receive preferred treatment when the account
FREIGHT: is paid promptly. Orders may be held up if any unpaid
: invoice exceeds 30 days.

All shipments are made FOB Seal Fast Inc. or Point of
Manufacturer. (Applies to shipments from Houston Ware- MINIMUM INVOICE:
house Only) Freight prepaid on $1500 Net Couplings and
accessories, $2500 PVC Tubing, Braided Tubing, Fire &
Mill hose. Freight prepaid on $4000 Net Couplings, Rub-
ber Hose, PVC Hose and Sheet Rubber with the exclusion
of all PVC Suction including 6” and 8” PVC Suction ONLY .
orders. If combined with other items freight is prepaid at GENERAL:
$3000 Net, otherwise these items will Not be applied to-
ward prepaid freight. Effective immediately, regardless of
invoice value, all uncoupled cut lengths of hoses are
shipped FOB Seal Fast Inc. Seal Fast Inc. reserves the
right to determine the most Economical shipping method on
all prepaid shipments. In addition, Seal Fast Inc. reserves
the right to refuse any prepaid shipments exceeding
6% freight cost of the order unless items are added
or subtracted to keep said freight cost at or below 6%.
Applies to Continental United States, excluding Alaska and )
Hawaii. Any evidence of shortage must be reported to PLEASE NOTE:!
Seal Fast Inc. within 10 days. Any Damage to hose/hos- Extra care is taken in the preparation of this literature
es, etc. customer is responsible for fling a claim with [ESUESEEUREC S [ CRER U RES Sl CR (g ARECE
the delivery carrier within 10 days. Seal Fast Inc. will [EERCEY el EINE ST Aol ESel 3

not issue credit.

ALL UPS prepay and add or collect shipments will endure

Product Images

SEIRES e kes every reasonable effort to show accurate product representation,
EVETdeleil e s are for reference only, and do not necessarily reflect the exact

product you WHIREeIe V=R

'COUPLINGS +

All invoices are subject to a minimum billing charge of
50.00 net. Returned checks are subject to a $25.00
service charge.

Orders will be accepted subject to delays caused by
accident, strike, fire or other causes beyond the control
of the seller including failure of seller’s suppliers to
deliver. Prices, discounts and other specifications are
subject to change without notice. All prices are subject
to any applicable taxes imposed. The possessions of
this price schedule is not to be construed as an offer
to sell at the prices shown. Special price for volume
guotes will be accepted in writing only.

ST-EINEEEIMEERS: rves the right to alter product appearance without notice. Some
elgele NeMCEINIES shown in pictures may no longer be available.

Product Specifcations

SEEINsE S gEReeglinuously working to provide the best quality for the best price.

ARG R0 Nt to alter product specifications without notice.

Product Usage

ONIESEICERMECEINRW | do their best to assist in choosing the best product for a
sElgiei|ETgETolelile=lilelgh However, it is ultimately the customer’s responsibility to
determine the correctfslfele[i{eRie]@is[-Nole]g(-Teigr=Te]ol[lez=ilo] o R

. a $7.50 shipping and handling fee including All backorders. . . . .
[ 1PpIng anc g g BSEIN R Mo ldlslE held liable for the abuse or misuse of our products in a
(] Al drop shipments will endure a $5.00 fee. ] hich th t desi q
manner in wni s e n igneaq.

E WARRANTY: anne IR '€ not designe
o Products are warranted against defects in workmanship SEI R alaloMeIEIENtee the integrity of an assembly if other manufacturers
ww and defects in material. Products having such defects will q

= be replaced or credited as Seal Fast elects. Liability is lim- parts are used.
E il | ited to the invoice value of the defective item. Our respon-
—~ sibility shall not exceed the original purchase price of the
o> defective product. In any event, Seal Fast, Inc. shall not be P rOd u Ct Aval Iab I I It

held responsible for any special or consequential damages.

RETURNED GOODS- SNSRI G ERlsla t to discontinue products at any time without prior notice.

If for any reason you wish to return goods, please Product Pricing

contact Seal Fast Inc. for prior authorization number. ] ] ] ] e
Goods must be returned within 30 days and must be SE NS ERde i EIali\Aeleling our best to maintain pricing levels. However,

Charge and esaleaple condition. Minimum handling SIS ERER I EUE Wl Wwhile many prices go down, others will increase.

All discrepancies in shipment / invoice must be re- - Please contact your sales asSedEUCR{o]Mellfg-IsIMe]([elg[e]

ported within 10 days of receipt of goods.
Custom Made Products

SEAL FAST, INC.
; « All custom made product saREIERIIEIRET B\l B 21 {0l E ]I}
5603 Harvey Wilson Dr.

Houston, TX 77020
(713) 675-6324 or 800-231-0734 | FAX (713) 675-0146 or 800-681-1515 | E-mail sales@sealfast.com

HOSES

SHEET RUBBER

Local: (713) 675-6324 National: (800) 231-0734 Local: (713) 675-6324 [ National: (800) 231-0734
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https://products.sealfast.com/category/npt-threaded-raised-face
https://products.sealfast.com/category/slip-on-flat-face
https://products.sealfast.com/viewitems/npt-threaded-raised-face/316-stainless-steel-npt-threaded-flanges
https://products.sealfast.com/viewitems/npt-threaded-raised-face/carbon-steel-npt-threaded-raised-face-flanges
https://products.sealfast.com/viewitems/slip-on-flat-face/flat-face-ansi-b16-5-forged-150-flanges
https://products.sealfast.com/viewitems/slip-on-flat-face/slip-on-flat-face-ansi-b16-5-forged-150-flanges
https://products.sealfast.com/category/slip-on-raised-face
https://products.sealfast.com/viewitems/slip-on-raised-face/carbon-steel-slip-on-raised-flanges
https://products.sealfast.com/viewitems/slip-on-raised-face/316-stainless-steel-slip-on-flanges
https://products.sealfast.com/category/lap-joint
https://products.sealfast.com/viewitems/lap-joint/carbon-steel-lap-joint-ansi-b16-5-flanges
https://products.sealfast.com/viewitems/lap-joint/316-stainless-steel-lap-joint-flanges
https://products.sealfast.com/viewitems/hammer-unions/figure-200-hammer-union
https://products.sealfast.com/viewitems/hammer-unions/figure-200-hammer-union



https://products.sealfast.com/category/blind-raised-face
https://products.sealfast.com/category/blind-raised-face
https://products.sealfast.com/viewitems/gaskets-2/green-non-asbestos-flange-gaskets
https://products.sealfast.com/viewitems/gaskets-2/green-non-asbestos-flange-gaskets
https://products.sealfast.com/category/weld-neck-raised-face
https://products.sealfast.com/viewitems/weld-neck-raised-face/carbon-steel-weld-neck-raised-face-flanges
https://products.sealfast.com/category/long-neck-type-b
https://products.sealfast.com/viewitems/long-neck-type-b/aluminum-bln-female--male-npt-cam-groove-couplings
https://products.sealfast.com/viewitems/long-neck-type-b/316ss-bln-femalemale-npt-cam---groove-couplings

TECHNICAL DATA TECHNICAL DATA

CORROSION RESISTANCE OF COUPLING MATERIALS CORROSION RESISTANCE OF COUPLING MATERIALS

CAUTION: The following data has been compiled from generally available sources end should not be relied upon without consulting and CAUTION: The following data has been compiled from generally available sources end should not be relied upon without consulting and
following the specific recommendations of the manufacturer regarding particular coupling materials. following the specific recommendations of the manufacturer regarding particular coupling materials.

RATINGS: 1. Excellent 3. Fair Conditional RATINGS: 1. Excellent 3. Fair Conditional

NOTES: No rationg indicates no data available NOTES: No rationg indicates no data available

2. Good x. Not Satisfactory 2. Good x. Not Satisfactory

8 3 = 8 = S
= " o £ " S| e ® — 5_ " @ E " 2% 28 ® _
g g g £ 2 <9 88 3§ g g g g = 2 29 g3 3§ g
AGENT i o & = 45 Qo [} AGENT 2 o Ly = 45 & o
=0 @ g 5 © 83 §%° ¢ g - = 5 o 8% §8° ¢ =
= < NS Do S = < na 2 i
< (&) n <~ ™ n
3 2 1 1 2 X 2 X X 2 1 2
1 1 1 1 1 1 1 3 1 1 1 1 1 1 1
X X X 2 1 X 2 2 2 1 2 1 1 1 1 1
X X 3 X 2 2 3 3 3 3 3 1 1 X
X X 2 X 2 2 2 1 1 1 1 1 1 1 1
1 1 1 1 1 1 1 1 1 1 3 1 1 1 1 1
1 2 1 1 1 1 2 1 1 1 1 1 1 1
1 2 1 1 1 1 1 1 3 1 1 1 1 1
X 3 3 3 1 X 3 2 2 1 2 1 1 1 1 1
X 3 2 3 1 X 3 2 2 X X X X 1 X X X X
1 X 3 1 3 1 1 1 X 3 X 1 3 1 1 2
1 3 1* 3 3 1 1 X 3 3 X X X X X X
2 X 2 1 1 1 3 3 X X 3 1
1 X 2 1 1 1 3 1 1 1 1 1 1 1
X 1 1 1 2 X X 1 1 2 1 2
3 1 1 1 2 3 3 2 3 2 1 3
3 3 2 1 2 3 3 2 3 2 1 3
1 3 2 1 1 2 3 2 1 1 1 1 1
1 2 2 1 1 1 X 3 3 2 1
2 2 1 1 X 1 1 1 2 X 2 1 1 2
1 2 1 2 1 1 1 1 1 1 1 1 1
1 1 1 1 1 1 1 1 1 3 3 X 3 2 1 1
1 1 1 1 1 1 1 1 2 X 1 1 1 1
2 2 1 1 1 1 2 2 3 1 1 1 1
X 3 1 3 2 1 1 3 X X X X 3 X
1 1 1 1 1 1 1 1 1 X X 1 1 1 2
1 1 1 1 1 3 3 1 2 1 1 3
X X 2 1 X 2 X 2 2 1 1 1
3 3 3 X 3 X 3 2 3 1 2 1 1 1 1 1
1 2 1 2 1 1 1 X X X 3 2 2
1 1 1 1 1 1 1 3 X 3 2 1 1
2 3 2 2 1 1 2 X X X 3 1 2 2 2 X
2 3 2 2 1 1 3 2 3 1 2 2 1 1
3 1 2 3 1 1 1 1 1 3 3 2 3 2 1 1
2 2 2 1 2 2 2 2 1 1 1 1 1 1 1 1 1
X X 3 X 2 X X 3 3 1 3 1 2 2 1 1
X X X 1 3 2 2 3 3 3 1 1 X
X 3 1 3 X 1 2 1 1 1 1 1 1 1 1
1 3 2 1 1 1 2 3 X 3 3 X 3 1 2
X X X 1 1 1 3 X X X 3 X X 2 2
1 1 1 1 1 1 X X X X X X 2 2
1 1 1 1 1 1 1 1 3 X 3 2 1 1 X
2 3 1 1 1 1 1 2 3 3 3 2 1 1
2 1 1 1 1 1 1 3 X X 1 1 1 1
2 2 1 1 1 1 2 2 1 1 1 1 1
X X X X 1 X X X X 1 1 1 1 1 1
X X X 1 1 1 3 1 2 1 1 1 1 1
2 2 2 1 1 1 1 X 1 1 1 1 2
*3 to X at high temperatures. Chemical Chart is reprinted from 1996 RMA Hose Handbook *3 to X at high temperatures. Chemical Chart is reprinted from 1996 RMA Hose Handbook

Local: (713) 675-6324 6 National: (800) 231-0734 Local: (713) 675-6324 7 National: (800) 231-0734



TECHNICAL DATA TECHNICAL DATA

CORROSION RESISTANCE OF COUPLING MATERIALS OIL & GASOLINE RESISTANCE

CAUTION: The following data has been compiled from generally available sources end should not be relied upon without consulting and Rubber hose is used to convey petroleum products both in the crude and refined stages. The aromatic content of re-
following the specific recommendations of the manufacturer regarding particular coupling materials. fined gasoline is often adjusted to control the octane rating. The presence of aromatic hydrocarbons in this fuel generally
RATINGS: 1.Excellent 3. Fair Conditional has a greater effect on rubber components than do aliphatic hydrocarbons. Aromatic materials in contact with rubber

NOTES: No rationg indicates no data available

2. Good X. Not Satisfactory

tend to soften it and reduce its physical properties. For long lasting service, the buyer of gasoline hose should inform
the hose manufacturer of the aromatic content of the fuel to be handled so that the proper tube compound can be rec-

3 ©
£ w ° E a § @ § S _ ommended for the specific application.
o 7 N I= ) K 9 o @ o
AGENT ﬁﬁ J g E 5 Y SR8 2 é The effects of oil on rubber depend on a number of factors that include the type of rubber compound, the composition of
p < » g 2R Js the oil, the temperature and time of exposure. Rubber compounds can be classified as to their degree of oil resistance
~ (S2] n . . . . . g .
) ) 1 1 1 1 based on their physical properties after exposure to a standard test fluid. In this RMA classification, the rubber samples
» » » 3 5 are immersed in IRM 903 oil at 100°C for 70 hours. (See ASTM Method D-471 for a detailed description of the oil and
1 ) X 1 1 1 1 the testing procedure.) As a guide to the user of hose in contact with oil, the oil resistance classes and a corresponding
3 1 x A A A A description are listed.
)2< 2 5 )3( . )3< ; i i PHYSICAL PROPERTIES AFTER EXPOSURE TO OIL:
2 X X 1 1 1 ) VOLUME TENSILE
3 X 3 X X 2 2 2 1 CHANGE STRENGTH
X X X X 3 5 3 MAXIMUM RETAINED
X 3 1 2 1 1 1 CLASS A (HIGH OIL RESISTANCE) ... ..ttt it e e +25% 80%
1 3 1 1 1 1 1
3 3 1 1 1 1 1 CLASS B (MEDIUM/HIGH OIL RESISTANCE).......uvuueoiee e, +65% 50%
3 3 1 1 1 1 1
3 1 1 1 1
2 1 1 1 1 CLASS C (MEDIUM OIL RESISTANCE) ... .iuitiiiii i e e +100% 40%
2 X 2 1 1
1 3 X 1 1 1 1 CHEMICAL RECOMME
1 2 3 1 1 1 1 _ . . _ o . . '
1 X 1 1 1 2 The materials being handled by flexible rubber hose are constantly increasing in number and diversity. T 0 assist
3 X X 1 1 1 2 in the selection of the proper elastomer for the service conditions encountered, the following table has been prepared.
3 3 3 2 2 1 1 The reader is cautioned that it is only a guide and should be used as such, as the degree of resistance of an elastomer
X 1 1 1 2 with a particular fluid depends upon such variables as temperature, concentration, pressure, velocity of flow, duration
X 2 2 2 1 3 of exposure, aeration, stability of the fluid, etc. Also variations in elastomer types and special compounding of stocks
X X X 3 2 2 to meet specific service conditions have considerable influence on the results obtained. When in doubt, it is always ad-
2 1 1 1 1 1 1 visable to test the tube compound under actual service conditions. If this is not practical, tests should be devised that
X X 2 1 X simulate service condtions or the hose manufacturer contacted for Recommendations.
X X 3 3 X X 2 2
X X X X X X X 2 The following table lists the more commonly used materials, chemicals, solvents, oils, etc. The recommendation are
3 X X X 3 3 2 3 based on room temperature and pressure conditions normally recommended for the particular type of hose being used.
2 X X 2 2 2 X Where conditions beyond this can be met readily, they have been so indicated; where conditions are not normal and
X X X X 3 2 X cannot be readily met, the hose manufacturer should always be consulted. The table does not imply conformance to the
3 3 1 X 1 1 1 Food & Drug Administration requirements of Federal or State Laws when handling food products.
1 2 1 2 1 1 1
1 1 1 1 1 1 1 TABLE OF CHEMICAL, OIL & SOLVENT RESISTANCE OF HOSE:
3 1 3 1 1 1 1 WARNING: The following data has been compiled from generally available sources and should not be relied upon
3 1 3 1 1 1 without consulting and following the hose manufacturer’s specific chemical recommendations. Neglecting to do so
2 2 1 1 1 1 might result in failure of the hose to fulfill its intended purpose, and may result in possible damage to property and
1 5 1 1 1 1 1 serious bodily injury.
= . = : - - - RESISTANCE RATING RELASTOMERS/PLASTICS
3 1 1 1 1 1 1 A - Good Resistance, usually suitable for service. NR - Natural Rubber EPDM - Ethylene-propylene-
F - Fair Resistance, the chemical has some IR - Isoprene, synthetic diene-terpolymer
5 ? . X X 2 2 ! deteriorative effects, but the el is still : MQ - Dimethyl-polysil
X ) 3 1 1 5 eteriorative effects, but the elastomer is sti SBR - Styrene-butadiene Q - Dimethyl-polysiloxane
adequate for moderate service. CR-ChI FKM-Fluoracarbon rubber
X 2 3 1 1 2 " . -Chloroprene
C- Depends on Condition, moderate service may NER - Nitrile-butadiene CM - Chloro-polyethylene
2 1 1 1 1 1 1 be possible if chemical exposure is limited : ECO/CO-Ephichlorohvdrin
X X X 3 2 1 1 or infrequent. lIR-Isobutene-isoprene ExLPE ChFI) i yl
3 3 3 3 2 1 1 - i i CSM - Chloro-sulfonyl- - Lnloro-sufronyl-
X-Not recommended, unsuitable for service. polyethylene polyethylene

. . . . | - Insufficient Information, not enough data
*3 to X at high temperatures. Chemical Chart is reprinted from 1996 RMA Hose Handbook available at the time of publication to determine rating.

Local: (713) 675-6324 8 National: (800) 231-0734 Local: (713) 675-6324 9 National: (800) 231-0734
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TECHNICAL DATA

ELASTOMERS

%
o
I
=
O
—
n
<
]
I

Special Elastomers:
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Special Elastomers:

Commonly used Elastomers:

ECO
co XLPE

CM

FKM

CSM EPDM MQ

SBR CR NBR IIR

NR
lor
IR

MATERIAL

ECO
co XLPE

CM

FKM

CSM EPDM MQ

SBR CR NBR IIR

NR
lor
IR

MATERIAL

(Maximum Temperature 100° F (38°C) Unless Otherwise Specifed

(Maximum Temperature 100° F (38°C) Unless Otherwise Specifed

<

Chart is reprinted from 1996 RMA Hose Handbook

Chart is reprinted from 1996 RMA Hose Handbook

11 National: (800) 231-0734

Local: (713) 675-6324

National: (800) 231-0734

10

Local: (713) 675-6324
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TECHNICAL DATA

ELASTOMERS

%
o
I
=
O
—
n
<
]
I

Special Elastomers:
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Special Elastomers:

Commonly used Elastomers:

NR
lor
IR

NR
lor
IR

ECO

ECO

XLPE

CM co

FKM

CSM EPDM MQ

CR NBR IIR

SBR

MATERIAL

XLPE

CM co

FKM

CSM EPDM MQ

CR NBR IIR

SBR

MATERIAL

(Maximum Temperature 100° F (38°C) Unless Otherwise Specifed

(Maximum Temperature 100° F (38°C) Unless Otherwise Specifed

<X X O O

<

<CC <<

<

<

Chart is reprinted from 1996 RMA Hose Handbook

Chart is reprinted from 1996 RMA Hose Handbook

National: (800) 231-0734

13

Local: (713) 675-6324

National: (800) 231-0734

12

Local: (713) 675-6324



TECHNICAL DATA

Commonly used Elastomers: Special Elastomers:

MATERIAL ’ITCE SBR CR NBR IR CSM EPDM MQ FkM cm FE3 xipe
(Maximum Temperature 100° F (38°C) Unless Otherwise Specifed

© © © © F A © © A A F A
X X X X C A X X A X X A
X X X X X X X X X X X X
C C C C C A C C A A C A
A C A C A A A A A A | A
X X © © X © X © F F X
A C C C F A F A A A F A
X X X © X X X © A © X A
X X X X X X X C A C X A
X X X F X X X © A F A A
© © © © A A A A A A A
A A C A A A A A A A | A
A A © A A A A A A A A A
A A C A A A A A A A A A
A A A © A A A A A A | A
X X X X X X X A
C C C C A A A A A A | A

| A

NOZZLES - SPECS

Inlet Pressure  Straight  Stream 30GPM 30 IPM 60 60 90 90

Nozzle Style & Size PSI KPA GPM IPM GPM IPM GPM IPM
50 345 18 68 21 79 24 91 27 | 102
10464 75 517 22 83 25 95 28 | 106 | 32 | 121
1” 100 690 24 91 28 106 32 | 121 | 36 | 136
50 345 45 170 50 189 55 | 208 | 60 | 227
10464 75 517 50 189 55 208 65 | 246 | 75 | 284
1-1/2” 100 690 55 208 60 227 75 | 284 | 85 | 322
50 345 90 341 120 454 130 | 492 | 145 | 549
10464 75 517 100 379 140 530 150 | 568 | 180 | 681
2-1/2” 100 690 110 416 165 625 180 | 681 | 205 | 776
‘ Threads Per Inch ‘
1-1/2” Size 2.100 (NYFD) 1.990 (NST) 2.093 (NYCORP) \ 1.878 (NPSH)
‘ Threads Per Inch ‘
3.058 3.13 2.990 (CHICAGO) 3.062
3.093 3.062 (NST) 3.093
3.125 3.125 (DETROIT) 3.140
3.156 3.156
2-1/2” 3.187 3.312
3.234 3.031 (NYFD)
3.250 3.00 (NY CORP)
3.312 2.841 (NPSH)
3.062 (PITTSBURGH) 3.78 (CLEVELAND)

Chart is reprinted from 1996 RMA Hose Handbook
Local: (713) 675-6324 14 National: (800) 231-0734





